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名称：欧司朗企业管理有限公司昆山分公司汽车事业部中心测试实验室

地址：江苏省昆山市开发区雄鹰路 276号 4号房 1F

注册号：CNAS L13563

认可依据：ISO/IEC 17025:2017以及 CNAS特定认可要求

生效日期：2020年 09月 09日    截止日期：2026年 09月 08日

附件 3  认可的检测能力范围

项目 /参数
序

号

检测

对象 序

号
名称

检测标准（方法） 说明 生效日期

环境试验-第 2-1部分:试验-试验 A:低温 IEC 60068-2-

1: 2007 6

只测：最低温度 -

40℃；试验箱最

大尺寸(mm)：

(580×765×750)

2020-09-09

1 低温

道路车辆-电气及电子设备的环境条件和试验-第 4部

分：气候负荷 ISO 16750-4: 2010 5.1.1

只测：最低温度 -

40℃；试验箱最

大尺寸(mm)：

(580×765×750)

2020-09-091

汽车电子及零

部件、电工电

子产品

2 高温
环境试验-第 2-2部分：试验-试验 B：干热 IEC 60068-

2-2: 2007 6

只测：最高温度

125℃；试验箱最

大尺寸(mm)：

(580×765×750)

2020-09-09



ISO/IEC 17025 认可证书                                            

No. CNAS L13563                                          

 

  第 2 页 共 6 页

序

号

检测

对象

项目 /参数

检测标准（方法） 说明 生效日期序

号
名称

道路车辆-电气及电子设备的环境条件和试验-第 4部

分：气候负荷 ISO 16750-4: 2010 5.1.2

只测：最高温度

125℃；试验箱最

大尺寸（mm):

(580×765×750)

2020-09-09

环境试验-第 2-78部分：试验-试验 Cab：稳态湿热 IEC 

60068-2-78: 2012

只测：温度(25～

85)℃；湿度

(85～95)%RH；试

验箱最大尺寸

(mm)：(580×765

×750)

2020-09-09

3 恒定湿热

道路车辆-电气及电子设备的环境条件和试验-第 4部

分：气候负荷 ISO 16750-4: 2010 5.7

只测：温度(25～

85)℃；湿度

(85～95)%RH；试

验箱最大尺寸

(mm)：(580×765

×750)

2020-09-09

环境试验-第 2-30部分:试验-试验 Db:交变湿热(12+12

小时循环) IEC 60068-2-30: 2005

只测：温度(-

10～65)℃；湿度

(85～95)%RH；试

验箱最大尺寸

(mm)：(580×765

×750)

2020-09-09

4 交变湿热

环境试验-第 2-38部分：试验-试验 Z/AD：温度/湿度

复合循环试验 IEC 60068-2-38: 2009 6

只测：温度(-

10～65)℃；湿度

(85～95)%RH；试

验箱最大尺寸

2020-09-09
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序

号

检测

对象

项目 /参数

检测标准（方法） 说明 生效日期序

号
名称

(mm)：(580×765

×750)

道路车辆-电气及电子设备的环境条件和试验 第 4部

分：气候负荷 ISO 16750-4: 2010 5.6

只测：温度(-

10～65)℃；湿度

(85～95)%RH；试

验箱最大尺寸

(mm)：(580×765

×750)

2020-09-09

环境试验-第 2-27部分：试验-试验 Ea和导则：冲击 

IEC 60068-2-27: 2008 8

只测：半正弦

波；加速度≤

50g；脉冲持续时

间≤18ms

2020-09-09

5 冲击

道路车辆-电气及电子设备的环境条件和试验-第 3部

分：机械负荷 ISO 16750-3: 2012 4.2.1 、 4.2.2

只测：半正弦

波；加速度≤

50g；脉冲持续时

间≤18ms；

不测：试验方法

4.2.3。

2020-09-09

6 振动
环境试验-第 2-6部分：试验 Fc：振动(正弦) IEC 

60068-2-6: 2007

只测：推力≤

12kN；加速度≤

50g；位移≤

51mm；频率（5～

2000）Hz；试验

台面最大尺寸

(mm)：(500×

500)

2020-09-09
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序

号

检测

对象

项目 /参数

检测标准（方法） 说明 生效日期序

号
名称

道路车辆用灯、光源和 led组件-性能要求 IEC 60810: 

2017 附录 B

只测：推力≤

12kN；加速度≤

50g；位移≤

51mm；频率（5～

2000）Hz；试验

台面最大尺寸

(mm)：(500×

500)

2020-09-09

环境试验-第 2-64部分：试验-试验 Fh:振动、宽带随

机振动和导则 IEC 60068-2-64: 2008 8.4

只测：推力≤

12kN；加速度≤

50g；位移≤

51mm；频率（5～

2000）Hz；试验

台面最大尺寸

(mm)：(500×

500)

2020-09-09

道路车辆-电气及电子设备的环境条件和试验-第 3部

分:机械负荷 ISO 16750-3: 2012 4.1

只测：推力≤

12kN；加速度≤

50g；位移≤

51mm；频率（5～

2000）Hz；试验

台面最大尺寸

(mm)：(500×

500)；不测:试验

方法 4.1.2.6 、

4.1.2.10 、 

2020-09-09
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序

号

检测

对象

项目 /参数

检测标准（方法） 说明 生效日期序

号
名称

4.1.2.12。

完整及填满的包装-垂直跌落冲击试验 ISO2248: 1985
只测：跌落高度: 

(300～1500) mm
2020-09-09

7 自由跌落
环境试验 第 2-32部分：试验 试验 Ed：自由跌落 IEC 

60068-2-32: 1990

只测：自由跌

落；跌落高度: 

(300～1500) mm
2020-09-09

环境试验-第 2-14部分：试验方法-试验 N：温度变化 

IEC 60068-2-14：2009 7、8

只测：试验 Na和

Nb；试验 Na，试

验箱最大尺寸

(mm):(580×765

×750)；温度(-

40～125)℃,温度

变化速率≤

14K/min;试验

Nb，试验箱最大

尺寸(mm)：(580

×765×750)；温

度(-40～125)

℃，升温速率≤

14K/min，降温速

率≤6.3K/min

2020-09-09

8 温度变化

道路车辆-电气及电子设备的环境条件和试验-第 4部分

-气候负荷 ISO 16750-4: 2010 5.3.1

只测：试验箱最

大尺寸(mm)：

(580×765×

750)；温度(-

40～125)℃；升

2020-09-09
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序

号

检测

对象

项目 /参数

检测标准（方法） 说明 生效日期序

号
名称

温速率≤

14K/min，降温速

率≤6.3K/min

9 盐雾 人造气氛腐蚀试验-盐雾试验 ISO 9227: 2017 5.2.2

只测：中性盐雾

试验；试验箱最

大尺寸(mm)：

(880×650×700)

2020-09-09
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Name: Central Test Laboratory, Automotive Division of OSRAM Asia Pacific Management Co., Ltd. (Kunshan 

Branch)

Address: 1/F., Building 4, No.276, Xiongying Road, Development Zone, Kunshan, Jiangsu, China 

Registration No. CNAS L13563

Accreditation Criteria: ISO/IEC 17025:2017 and relevant requirements of CNAS

Effective Date: 2020-09-09    Expiry Date：2026-09-08

SCHEDULE 3  ACCREDITED TESTING SCOPE

Item/Parameter
№ Test Object

№ Item/ Parameter
Standard or Method Note Effective Date

Environmental testing-Part 2-1:Tests-Test A:Cold IEC 60068-2-
1: 2007 6

Accredited 
only for：
Minimum 
temperature 
-
40℃;Maxi
mum size 
of test 
chamber 
(mm):(580
×765×750)

2020-09-09

1 lighting device 1 Cold

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part4: Climatic loads ISO 16750-4: 
2010 5.1.1

Accredited 
only for：
Minimum 
temperature 

2020-09-09



ISO/IEC 17025 认可证书                                             

No. CNAS L13563                                          

 
The scope of the accreditation in Chinese remains the definitive version.

  第 2 页 共 10 页

№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

-
40℃;Maxi
mum size 
of test 
chamber 
(mm):(580
×765×750)

Environmental testing - Part 2-2: Tests - Test B: Dry heat IEC 
60068-2-2: 2007 6

Accredited 
only for：
Maximum 
temperature 
125℃;Maxi
mum size 
of test 
chamber 
(mm):(580
×765×750)

2020-09-09

2 Dry heat

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part4: Climatic loads ISO 16750-4: 
2010 5.1.2

Accredited 
only for：
Maxmum 
temperature 
125℃;Maxi
mum size 
of test 
chamber 
(mm):(580
×765×750)

2020-09-09

3 Damp heat, steady 
state

Environmental testing - Part 2-78: Tests - Test Cab: Damp heat, 
steady state IEC 60068-2-78: 2012

Accredited 
only for：
Temperatur

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

e （25～
85)℃;Humi
dity（85～
95)%RH;M
aximum 
size of test 
chamber 
(mm):(580
×765×750)

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part4: Climatic loads ISO 16750-4: 
2010 5.7

Accredited 
only for：
Temperatur
e （25～
85)℃;Humi
dity（85～
95)%RH;M
aximum 
size of test 
chamber 
(mm):(580
×765×750)

2020-09-09

4 Damp heat Environmental testing -Part 2-30 : Tests-Test Db : Damp heat, 
cyclic (12 + 12-hour cycle) IEC 60068-2-30: Aug 2005

Accredited 
only for：
Temperatur
e （-10～
65)℃;Humi
dity（85～
95)%RH;M
aximum 
size of test 

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

chamber 
(mm):(580
×765×750)

Environmental testing -Part 2-38: Tests -Test Z/AD: Composite 
temperature/humidity cyclic test IEC 60068-2-38: 2009 6

Accredited 
only for：
Temperatur
e （-10～
65)℃;Humi
dity（85～
95)%RH;M
aximum 
size of test 
chamber 
(mm):(580
×765×750)

2020-09-09

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part4: Climatic loads ISO 16750-4: 
2010 5.6

Accredited 
only for：
Temperatur
e （-10～
65)℃;Humi
dity（85～
95)%RH;M
aximum 
size of test 
chamber 
(mm):(580
×765×750)

2020-09-09

5 Shock Environmental testing-Part 2-27: Tests-test Ea and guidance: 
Shock IEC 60068-2-27: 2008 8

Accredited 
only for：
Half sine 

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

wave；
Acceleratio
n≤50g；
Pulse≤18m
s

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part3: Mechanical loads ISO 16750-3: 
2012 4.2.1 、 4.2.2

Accredited 
only for：
Half sine 
wave；
Acceleratio
n≤50g；
Pulse≤18m
s；
Except 
for：Test 
method of 
4.2.3.

2020-09-09

6 Vibration Environmental testing  part 2-6: Test Fc: Vibration (sinusoidal) 
IEC 60068-2-6: 2007

Accredited 
only for：
Force≤12k
N;Accelera
tion≤50g;D
isplacement
≤51mm;Fre
quency(5～
2000)Hz;M
aximum 
size of test 
bench(mm)

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

:(500×500)
；

Lamps,light sources and led package for road vehicles –
Performance requirements IEC 60810: 2017 Annex B

Accredited 
only for：
Force≤12k
N;Accelera
tion≤50g;D
isplacement
≤51mm;Fre
quency(5～
2000)Hz;M
aximum 
size of test 
bench(mm)
:(500×500)

2020-09-09

Environmental testing- part 2-64: Tests-Test Fh:Vibration, 
broadband random and guidance IEC 60068-2-64: 2008 8.4

Accredited 
only for：
Force≤12k
N;Accelera
tion≤50g;D
isplacement
≤51mm;Fre
quency(5～
2000)Hz;M
aximum 
size of test 
bench(mm)
:(500×500)

2020-09-09

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part3: Mechanical loads ISO 16750-3: 

Accredited 
only for： 2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

2012 4.1 Force≤12k
N;Accelera
tion≤50g;D
isplacement
≤51mm;Fre
quency(5～
2000)Hz;M
aximum 
size of test 
bench(mm)
:(500×500)
；Except 
for:Test 
method of 
4.1.2.6 、 
4.1.2.10、 
4.1.2.12.

Packing-Complete, filled transport packages- vertical impact test 
by dropping ISO2248: 1985

Accredited 
only for: 
Drop 
height：
(300～
1500) mm

2020-09-09

7 Free fall

Environmental test part 2-32: Test Ed: Free fall IEC 60068-2-32: 
1990

Accredited 
only for: 
Free Fall 
test；Drop 
height：
(300～

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

1500) mm

8 Temperature change Electrical  testing-part 2-14: Test  methods-Test N:Change of 
temperature IEC 60068-2-14：2009 7、8

Accredited 
only for：
Test Na 
and Nb；
Test 
Na,Maximu
m size of 
test 
chamber(m
m):(580×76
5×750);Te
mperature(-
40～
125℃),Rate 
of 
temperature 
change≤14
K/min;Test 
Nb,chambe
r(mm):(580
×765×750);
Temperatur
e(-40～
125)℃,  
Rate of 
temperature 
change(rise 
of 

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

temperature
)≤14K/min 
,Rate of 
temperature 
change(do
wn of 
temperature
)≤6.3K/min

Road vehicles-Environmental conditions and testing for electrical 
and electronic equipment-Part4: Climatic loads ISO 16750-4: 
2010 5.3.1

Accredited 
only for：
Maximum 
size of test 
chamber(m
m):(580×76
5×750);Te
mperature(-
40～
125)℃,  
Rate of 
temperature 
change(rise 
of 
temperature
)≤14K/min 
,Rate of 
temperature 
change(do
wn of 
temperature
)≤6.3K/min

2020-09-09
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№ Test Object
Item/Parameter

Standard or Method Note Effective Date
№ Item/ Parameter

9 Salt spray Corrosion tests in artificial atmospheres-Salt spray tests ISO 
9227: 2017 5.2.2

Accredited 
only for： 
Test 
method of 
NSS 
available；
Maximum 
size of test 
chamber(m
m):(880×65
0×700)

2020-09-09


